SHY

[ rre

QUL tres FeseEgreh Lhvisiion Frles . -

This document contéins classified Informationfaffecting may be tmpartdi only ty persons Lin \‘I‘
the Natlonal Defense of the United States within the meaning Servises of the Unitsd Blates, appropriate ai¥llian offlcers

. NATIONAL ADVISORY 'COMMITT EE
- FOR AERONAUTICS

TECHNICAL NOTE

Ne. 941

AN AUTOMATIC ELEGTRICAL ANALYZER FOR L5° STRATN-RUSETTE DATA
By S. S. #Manson ' : -t

Aaircraft Engine’ Research Laboratory T
Cleveland, Ohio S R T

- - .- S e

Hashington et
May 19Lb . LIS

CLXESTFIED DOCUMRNE-

e military and nn._v'ni

Y LT

of the Espilonage Act,- USC B50:31 and 32. Its {rahsmission or and employees of th tderal Government have a legitlimate
the revelation of its tontents in any manner 3% an unauthor- intersst therein, %0 United States_cit aens of knows loy-
ized person is prohibited by law. Informatlon & classifled alty and dllcl.}v.l B who el necessity wist be {pformed thereof.

RESTRICTED



nod

JMHJ!?'IHIN:' H Il

RESTRICTED ——

—
== .

NATIONAL ADVISORY COMMITTEE FCR AERONAUTICS
TECHNICAL NOTE NO. 941

AN AUTOMATIC EIECTRICAL ANALYZER FOR L5° STRAIN-ROSEITE DATA T

By S S. Manson

SUMMARY

A device that automatically analyzes the data from a L5C strain
rosette is described. Ry means of an electrical circuit, containing
as its principal elements five resistor-condenser combinations and
three diode rectifiers, the rosette strains are properly combined to
yield a direct meter readlng of maximum shear strain and major and .
minor principal strains. Orientation of the major principal axis is
indicated directly on the screen of a cathode-ray tube incorporated
into the instrument. The analyzer may be adapted to indicate Iinear
and shear strains in arbitrary directions about the test point and
to compute stresses as well as strains. It is compact and can be
easlily assembled from standard electrlcal elements.

b

e

INTRODUCTION -
Strain rosettes are now widely applied for the detefminatibn of )

magnitude and direction of the principal strains and magnitude of the

maximm shear strain at selected points on a stressed surface. ==

- The technique of the determinations consists in cementlnp_fﬁiee
or more strain gages in close proximity on the member to be tested
and observing the strain indications in the gages when the member
is loaded. These data provide sufficient information for. calcu~
lating the desired strain quantities either graphically or a_nalyti—
cally (references 1 to 3). Klemperer, in reference li, describes an )
electrical computer for analyzing data taken on three gages set at
00-600-1200 apart or on four gages 0°-450-900-135° apart. Murray
(reference 5) has suggested mechanical computers for analyzing data .
from rosettes consisting of gages arranged in the foregoing eqmbi- -~ —

nations, as well as from rosettes consisting of three gages —hS°—90°__ _
apart. In reference 6, Williams has described a method of producing ' .
a continuous 0501llograph record of the Mohr circle of stress and
strain at any point on the surface of a dynamically loaded member.

RESTRICTED L ———




2 : NACA TN No. 9kl

The present report—describes a computer that yields, upon an
input of the three measurements taken from a 0°-45°-909 rosette, an -
automatic indication of orientation of principal axes, major and T
minor principal strains, and maximum shear strain. An appendix is
included to indicate how the instrument—may be adapted to compute,
in addition to the foregoing primary strain quantities, the linear R
and shear strains in any arbitrary direction about the test point.
The instrument also suggests a method of obtaining an indication of i
magnitude and direction of principal stresses and strains directly _
from the rosette, without—the intermediate process of observing the
individual strain-gage readings. _ - ) . i mm

Most strainerosette data are first reduced to principal strains
and their directions, and the principal strains are subsequeritly
" used to determine the principal stresses. The instrument herein
described may also be readily adapted to—indicate directly principal -
stresses and their directions, maximum shear stress, and stress at .
any desired angle; or the instrument may be built—to simultaneously
compute both strain values and stress values.

The author wishes to acknowledge the valuable contributions to A
the mechanical construction of the analyzer made by Messrs. Frank A. ¢
Friswold and Lewis C. Litzenberg of—the Instrument Division at AERL.

The instrument was developed at the Aircraft Engine Research
Laboratory of the NACA for use in analyzing data from strain rosettes
attached to crankcases and other engine components. The experi-
mental model was built in the spring of 19L3.

SYMBOLS
The following symbols are used throughout the report:
€1s €ps €3 observed 'strain indications on gages 1, 2, and 3 of a
1,50 rosette, microinches per inch. Gage 1 is the

reference gage and gages 2 and 3 are respectively
orientated at 5° and 90° positive counterclockwise .

to gage 1. - . . e
€p’ eq major and minor principal strains at point of surface N e

under test, microinches per inch B o
Yax maximum shear strain at point of surface under test, M

microinches per inch . : N
Op angle of axis of major principal strain, degrees ) . S

measured positive counterclockwise from reference

gage 1 of rOSQttE“ . . U S ___. - _j—__
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DESCRIPTION

A view of the front panel of the analyzer is shown in fig-
)l(a), the electrical components are shown in figures 1l(b) and
l(c

Three knobs are provided for setting the input strains from
the rosette. These knobs activate voltage taps on potentiometers
placed across a 60-cycle input line. Rotating the knobs clockwise
from the reference center position introduces voltages into the
analyzer that represent positive strains; rotating them counter-
clockwise introduces voltages that represent negative strains. The
input setting for each of the three knobs is indicated by a micro-
ammeter. A master selector switch is provided for denoting the
quantity indicated by the meter. The input quantities, €, €p,
and €3, the maximum shear strain, the major principal strain,
and the minor principal strain are indicated by the meter when the
master selector switch is succ3551vely rotated to the positions
indicating these quantities. :

Three scales are marked on the meter: O to 100, O to 200, and
0 to 500; thus, most problems can be solved with the meter at a fair .

portion of its range. The same scale should be used, however,
throughout a given analysis. "Shunts for reducing the meter current
by one-half and one-fifth are also provided. In some problems, the
choice of a scale that permits the meter to be used at a fair por-
tion of its range in the setting of €7, €p, and €3 results in
a value of maximum shear strain or principal strain larger than the
maximum value the meter can accommodate. %hen the meter is off
scale, the shunting switchebs are introduced. The strain is then
read on the scale that is used throughout the analysis, but the true
strain is obtained by multiplying the meter reading by 2 or 5

wcrending on the scale factor used. A reversing switch for .the —

meter is provided to indicate whether the principal strains are
positive or negative.

Indication of the orientation of the major principal axis is
accomplished by a cathode-ray oscillograph, the screen of which is
covered with a calibrated radial-line scale. After the settings for
the three strains from the rosette have been adjusted, a straight
line appears on the oscillograph screen., This line passes through
the origin; the’ portion on one side of the orlgln is longer than the
pcrtion on the other side. The shorter part is tapered at its end,
but. the longer part is of uniform width throughout its length with
a bright spot at its extremity. The longer line points to the scale
value that indicates the direction of the major pr1nc1pa1 axis
referred to gage 1 of the rosette.
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The principal components of the electrical circuit are the
strain-setting potentiometers, five resistor-condenser combinations,
and three diode rectifiers. The resistor-condenser combinations
rotate the phase of the voltages between the taps of the potentiom—
eters in such a way that the vector sums of combinations of these
voltages directly yield expressions contained in the mathematical R
formulas for strain. The rectifiers permit scalar addition of out-
of-phase voltages and produce direct current for deflecting the
direct-current microammeter. C ) ) T

The cathode-ray tube is an adjunct to the electrical circuit.
It acts as a ratiometer and indicates the-ratio of two voltages,
which, in turn, determines the orientation of the major principal
axis. ‘ o

OPERATTON

The operativm of the analyzer will be illustrated by the fol-
lowing example: Given the L5° strain-rosette data

Strain
(microin./ins)
€l €2 63
150 . 200 =250 o

In order to determine: Gp, Ymaxs Ep and €yt

1l. The data are examined to determine the most suitable scale,
and it is seen that O to 500 is the lowest range that will include
all the given strains. The master selector switch is brought—to
the €7 position, and the dial for €1 1is turned clockwise until
the meter reads 150. With the master selector switch in the €
position, the €, dial is turned clockwise until the meter reads
200. With the master switch in the €3z positiormr the dial for €3
is turned counterclockwise (negative direction) until the meter

reads 250. :

2. The cathode~ray oscillograph is examined. The larger por-
tion of the line through the origin points to a value of Gp of 26°.

3. The master selector is turned to the Ymax Position.
Because the meter pointer is observed to be off scale, the meter
scale factor is turned tov 2. The meter reads 320; hence,

2 X 320 = 640 microinches per inch.
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L. The master selector is turned to .€,. The meter reads 270
when the meter factor is reset to unity; hehce, €p = 270 microinches
per inch. . . g

5. The master selector is turned to ¢ The meter reads off
scale to the left; €q must be negative. %he meter polarity is
switched to -. The meter reads 370; hence, €q = -370 microinches
per inch.

Many check examples have been solved with the analyzer, and
‘the accuracy of the instrument for most examples was determined to
be about 2 percent of full scale. The principal angle was correctly
indicated to within 2°, The accuracy of the instrument is dependent
upon the care exercised in choosing the circuit components. Several
suggestions are made in a later section entitled Notes on Construction.

Whenever the maximum shear strain is very low, the line in the
cathode~ray screen becomes short, and its direction is -difficult to
determine. The maximum shear straln can be close to zero, however,
only when both (ep - ¢) and (ep - ¢ 3) are very small; im other
words, when all three strains are approximately equal., When this
condition prevails, the strains in all directions about the test
point become approximately equal and the orientation of pr1n01pal o
axes loses its significance. . _ = o =

THECRY

The electrical circuit of the analyzer was designed to compute
"the individual quantities appearing in the formulas:for _strain and
subsequently to combine these quantities to yleld flnal stralns and
their orientation.

Maximum Shear Strain

Ry deduction from equations (1.%0), (1.L6), and (L. h?) of ref-
erence 2 .

= VEY(& - )%+ (e - e;)2 | (1)

It is common knowledge in alternatlng—current theory that the
other, is numerically equal to the square root of the sum of_the__“m__ .
squares -of the. two voltages. The problem of electrically computing
the shear strain is resolved.to (1) producing two simusoidal voltages °

.
* -
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proportional to— (€3 - €2) and (€p - €3); (2) rotating these volt- . L
ages until they are at right angles to each other; and (3) adding -
the two voltages electrically.

The principle by which the operation is accomplished may be
explained with the aid of figures 2 and 3., In figure 2, MN, RS,
and TV are.rheostat potentiometers connected across a 60-cycle
alternating-current line. In operation, the taps 4, C, and E :
are displaced from the electrical centers O of the potentiometers 3
by distances proportional to €;, €p, and €3z, respectively. The :
voltage hetween A and . C 1is thus proportional to (61 - € ), and
the voltage between C and E is proportivnal to (ep - €3§.

These two voltages are placed across-impedances each consisting of

a condenser and a matched resistor. The reactance of the condenser
at-the imposed: frequency of:£0. cycles is numerically equal to the
resistance of the matched resistor. The vector diagrams for the
resolution of the voltages are.shown in figures 3(a) and 3(b). From
figure.3(a) the voltage Epy across the resistor BC 'is equal to

!%; Epg and leads Eyg by L5C; the—voltage- Eqp across the con-

denser CD is equal to X%;_ECE a?ﬁ_}asé-:EQE_ by hS?. Now Euq
and ECE are in phase since the resistance of the potentiometer is
small in comparison with the impedance of the resistor-condenser com-—
binationsy hence, Epg 1s at right-angles to .Eqp. If a volimeter
were placed between B and D. it would register the vector .sum of -
Epg and Egp, . which, by figure 3(c), is proportional to ) R

M%; 'Vch - €2)2 + (&5 7563)2, Voltage Epp therefore represents
half the required shear strain. The factor 2 is taken into account _
in metering the voltage. . . e ; el

Major and Minor Principal Strains

The expression for the major principal strain (reference 2,
equation (1L.L6)) is . - -

€, +t €
€p = 2 V@? 1/(61 - €)%+ (€, - €5)° (2)

The square~root portion of equation (2) is represented by the
voltage between B and. D in figure 2; it is now necessary tc ~ S
obtain a voltage representing (e; + €z). In figure L the rheostat- .
potentiometer WX has been added to tgose potentiometers already
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shown in figure 2. The tap G of the potentiometer WX is

mechanically coupled to the tap E of the potentiometer TV, but

the terminals of the two potentiometers are so connected across the

input line that, as the knob for €3 is rotated, taps E and G.

move equal distances in opposite directions from the electrical cen-

ters O of the potentiometers. From figure L it is evident that

the voltage between A and G .is a measuyre of (€7 - €z). In

order to make point B one of the terminals across whlcg the voli- o
age representing (el + €3) can be measured, the resistor-condenser
combination CPF-FG is included; the impedance between A and G
then consists of two resistors BC and CF and two condensers AB
and TFG. The total capacitive reactance is chosen equal to the total
resistance; hence, the voltage between B and F is equal to

-‘/—2?— Epgs which is equal to 3%— (€1 + €3). The factor 2, by which
€l + 63

care of by adjusting the resistance of the 01rcu1t that.measures _ o
this voltage. _ . _ o . E

this quantity is greater than the desired , 1is again taken

The voltages representing the two expressions in equation (2)
must now be added. Attention must be given to the fact that, although =~
voltages Epg and Epp represent the desired strain combinatlons ) )

in equation (2), these voltages are nevertheless out of phase with

each other. Provision must therefore be made for obtaining the scalar

sum of the voltages, not the vector sum. The expedient used for elim-

inating the effect of the phase différence is the process of recti-_
fication. Figure 5 shows the measuring circuit; the lettered termi- I
nals of this circuit are connected to the correspondingly marked Coe
points of figure L. The current due to each of the two voltages is )
independently rectified before being passed through the meter; hence,
the current in the meter consists of two direct-current components,

each proportional to one of the expressions in equation (2), plus
rumerous harmonics that do not deflect the direct-current meter.

The direct~-current components combine in scalar fashion to yield a

net result proportional to the major principal strain. It is to be
noted in figure 5 that the resistance of the meter must be small in
comparison with R3 and Rg in order that no interaction ex1sts

between circuits DB and FB.

_ Consideration must be given to the algebraic sign of (61 + €3)
in obtaining a measure of the principal strains. As shown in fig-
ure 5, the current in the meter due to EBF is always upward - -
regardless of whether (€l + 63) is positive or negative. A means

must be provided for pa531ng the current upward through the meter
when (€1 + 63) is algebraically positive and downward through ‘the

the meter when (€7 + 63) is algebraically negatlve.
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Figure 6 illustrates the principal used in the instrument for
taking into acceunt the algebraic sign of. (et +—€3) From elec-
trical considerations, the algebraic sign of (€1 + €2) relates
to whether the voltage between B and F is in phase or 180° out
of phase with a reference voltage. Iet. Eg 1n figure 6 be this
reference valtage. The reference veltage EO is arbitrarily
introduced into- the metering circuit— BF as well as in a compen-
sating circuit shunted across the meter. Consider first the case
when the terminals B and F are shorted together; that—is, when
(cl + € ) is zero. Then the meter.passes two equal and opposite
vurrents due to . E,, and the-net effect is a zero indication., Now
consider . the case- when a'voltage appeers between B and F that
is in phase with E, The current—flowing upward through the meter
becomes greater than the original upward current, due to Eo' alone,
by a value proportional to the voltage between B and F; the down-
ward current is unaffectéd; hence, a net upward current proportional
to (€3 +€3) apPeérs in the meter. ~If; on the other hand, the
voltage between B and F is 180° out of phase with E,', the net
upward current is diminished hy & value prapoertional to (e *+ 63),
the downward current is again unaffected and the net current flow
in the meter is downward. Thus, the current in the meter due to
(el +-€5) is either upward or downward; depending upon whether
voltage Epp is in phase or 180° cutovf.phase with a reference volt-
Age, or, equivalently, whether (€7 - €3) is positive or negative.
It is, of course, necessary that Eg' be greater than the maximum
possible value of Egp in order that the system be capable of sup-
plying sufficient current in the downward direction.

The manner in which the auxiliary voltage. Eo' 1is introduced
into the measuring circuit of (€3 + €3), by means of transfermer Tz,
is shown in figure 7. TInasmuch as Egp is the voltage across the
resister of a resistor-condenser cambination, the voltage Ep is
'likewise tapped from the resistvr of a resistar-condenser ccmbination
in order that the two voltages will be in the proper phase.

The expression for the minor principal strain is identical with
that given in equation (2) except that the sign preceding the square-
root portion is negative. In order ta. obtain the miner principal.
strain, it is only necessary to reverse the rectlfler of path DB

in figure 5.
Direction of Major Principal Axis
From equation (1.48) of reference 2, the angle of the major

principal axis, measured positive counterclockwise from the direc—
tlon of gage 1, is given by
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2¢, = (e * €3)

tan 26, = (%)
P ((-Zl — 63) -
This equation may be rewritten
(€ - €1) + (€2 = €3)
tan 26, = : -l (L)

D (62._€3) _ (5'2 _'6"3') '
or
tan 26 + 1 €5 ~ €3 - - -

pt 1 o
tan 29p—l 62-61 (

If, then,a means were devised for indicating the ratic of (€p = 63)
to (€ - €1), this ratio would define a function of 6., . which,
in turn, would determine 6,. A cathode-ray oscillograph is used in
the instrument as a ratiomeger. The circuit diagram of the oscil-
lograph is-shown in figure 8, but it is, of course, possible to use
an external oscillograph of standard make. o
The application of.a cathode-ray oscillograph as a ratiometer
is as follows: Two voltages representing (€5 - €7) and (€p - €3)
are present between CA and CE, respectively, (fig. 2). These
two voltages are in phase and vary sinusoidally with time. If they
are impressed across the horizontal and vertical deflection plates
of a cathode-ray oscillograph, the horizontal.and vertical displace-
ments Xy and Yt at any time t of the cathode bheam are

Xy =K (€ - €) sin 2mft (6) .

Yy = K (€3 - €3) sin 2nft . (D

where K 1is the deflection.sensitivities of both sets of plates,
adjusted to equality, in inches per volt and £ is the impressed

frequency of 6Q.cycles per second. . o _ -

If equation (7) is divided by equation (6)

Et— € - €
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The path traced by the cathode~ray spot is thus a straight line
through the origin whose slope is the desired ratio. The straight _
line, in conjunction with a radial scale, indicates 6. A con-
venient method of determining the radial scale is tov assume con-—
secutive values of 6p and to determine from equation (5) the

€rh ~ €
ratio Eg___gi- that corresponds to each value of 6p e The
2 7% . '
resulting scale . is -shown in figure 9.

Tt—is seen from figure 9 that a straight line extending in
both directions through the origin points to two angles, one at
each end of the line. This ambiguity of angle is due to the fact
that the value of the tangent—of an angle does not in itself
uniquely define the angle. The tangent must be considered as a
fraction and the signs of the numerator and dendbminator must be
individually examined in order to determine the quadrant in which
the-angle lies and thus the value of the anglée ivself, In the con-
sideration at hand, the-problem is to determine not only the polarity
relation between (€ - €1) and (€2 - €3) but also the absolute
polarity of each of these quantities, taking the voltage input to
the system as reference. By use of the input voltage to modulate
the beam of the oscillograph, this polarity may be taken into account.
The control-grid circuit of the cathode-ray tube contains a trans-
former driven from the input line (fig. 8). The transformer 1s
chosen to bias the grid beyond cut=off at the negative peak of the
input—cycle, which removes the beam from the screen during a portion
of the cycle. The undiminished line then points to a unique value

of ep on the scale,

Stresses

Tt—is possible to devise an analyzer to compute stress instead
of strain. The formulas for .faximum shear stress and principal
stresses (equations (1.43), (1.L46), (1.L7), (1.53), and (1.54) of
reference 2) contain the same strain combinations (€7 + 63) and

szél - €2)2 + (€ = 63)2 as those appearing in the farmulas for
strain, but the coefficients of these equations contain the modulus
of elasticity and the Poisson's ratio of the material under tesi.

In order to convert the strain analyzer to a stress computer, it—

is only necessary to change the—values of the metering resistances
and to add scales on the meter for stress. The same instrument may
be made to indicate both stress and strain by the use of a toggle
selector switch, or two meters may ve provided, one indicating

strain and the other stress.
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NOTES ON CONSTRUCTION

The construction of the analyzer may be facilitated and the
accuracy of the instrument increased by following a definite pro-
cedure in choosing some of the circuit components.

1. Figure 7 shows five resistor-condenser combinations. It o
is important that each condenser be carefully chosen to have a '
capacitive reactance at 60 cycles, numerically equal to the resis-
tance of its adjoining matched resistor. A convenient process for
accomplishing a close match is to choose condensers of nominally
correct capac1tance (as specified in fig. 7) and to place each con-
denser, in turn, in series with a voltage source of 60 cycles and
a variable resistor. The proper resistance for each condenser is
determined by varying the resistance until the measured voltage
across it is equal to the measured voltage across the condenser.
Resistance R7 should be determined in conjunction with the
adjoining condenser Cp when transformer Tz 1s installed across
Ro. '

2. The operation of settlng the strains €3, €2, and €3z _
into the instrument consists in moving the taps of the various R
potentiometers to points of potential that correspond to the strains. .
The reference potential is that of a fixed point in a resistor placed
across the input line. Normally, this reference point would not be
unique, and any point approximately halfway between the two input
lines would be a satisfactory reference. Because the operation of
the instrument depends, however, on the fact that, for any position
of the dial for €3, the tap of one of the coupled potentiometers .
is as far above the reference point as the tap of the other potenti-
ometer is below it, only one point in the reference resistor may be
taken as the reference potential. In order to obtain this point,
a sensitive voltmeter is first placed between the taps of the coupled
potentiometers on the €3 shaft, and the ¢ dial is rotated until
the voltmeter reads zero. The voltmeter is Then connected between
one of the €3 taps and a tap on the reference resistor, which is
adjusted for a zero reading of the voltmeter. The position of the
tap on the reference resistor thus determined is the reference
potential of the instrument. It is also important that the two
coupled potentiometers representing ¢ be accurately wound in order
that, as the €z knob is rotated, the two taps reverse equal resis-
tances in opposite directions, : SR

3. When a diode is placed in a relatively low-impedance circuit,
a small current flows in the circuit even when no external voltage
is applied. This phenomenon is due to the fact that emission takes
place from the cathode and some electrons find their way to the
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plate even when the plate is notpositively charged. One expedient
for reducing the current—flow at an applied voltage of zero is to
reduce the temperature of the cathode. For a 6H6 diode the normal
filament voltage is 6.3 volts. It was found that approximately

3.5 volts to the.filament provided adequate temperature to permit

a full-scale current of 100 microamperes to flow. At the same time,
the temperature was low enough to prevent undesirable emission.

i, The metering resistance Rz is arbitrarily chosen'to pro=-
vide full-scale deflection of-the meter for the full range of the
€1, €p, and €z dials. The other two metering resistances R}
and Rg are best—determined by experiment. If, for example, €]
and €3 are set equal tozero and €p 1is set to an arbltrary
value, the meter reading, when the selector switch is set to the

Ymax DPosition, should be twice €p. The resistance Rj, 1is deter- .

mined by adjusting its value until this condition prevalls. Also,

if €, €y, and €% are all set equal to an arbltrary value, the
reading of the meter, when the master selector switch is in the €

position, should be equal to the arbitrary value of €7, €5, and

€3. Resistance Rg 1is adjusted until this condition prevails.

5. The accuracy of the instrumemnt depends upon the constancy
of the supply voltage throughout the analysis of a given setof
rosette data. If the line voltage is likely to fluctuate, it is
desirable to incorporate a.voltagé regulator 'in the instrument, but-
care should be exer01sed that no harmonics are introduced by the
regulator. '

6. Equations (6) and (7) are valid only if the deflection sen-~
sitivities of the vertical and horizontal plates are equal. Because
of manufacturing tolerances in the cathode-ray tube, the sensitivi-
ties may not be identical; hence, resistor-gain controls are pro—
vided for adjusting them to equalltyu

DIRECT MEASUREMENT OF PRINCIPAL STRESSES AND STRAINS

The instrument suggests the development—of a circuit for direct -

indication of magnitude and direction of principal stresses and
strains from the strain-gage voltages without the intermediate pro-

cess of observing €1, €p, and -€%. In figure 4, for example, the |

purpose of the potentiometers is to provide a means of gbtaining
voltages proportional to (€ -~ €3), (€2 - ¢€3), and (€ + €3).

A voltage proportivnal to the difference between the strain indica-
tlons of two strain gages can be obtajned from a Wheatstone—brldge
arrangement in which the two strain gages constitute adjacent arms,
and a voltage representing the sum of two strain-gage indications
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can be obtained if the gages are arranged as opposite arms of the
bridge. A circuit similar in principle to that used in the analyzer,
but with the potentiometers replaced by strain gages and fixed resis-
tors, may thus make it possible to obtain direct indication of prin-
cipal stresses and strains. Suitable amplifiers would be required

in such a circuit for increasing the power level of the strain volt- .

ages.

A circuit for the direct indication of principal stresses and
strains could possibly be designed with a simpler phase-rotating
arrangement than that used in the analyzer for producing perpendic-~
ular voltages. One arrangement, originally considered for the
analyzer, involved the use of a resonant resistor-condenser-inductor
combination. It was found, however, that commercially available
inductors of the required size varied appreciably with the current
flow through them and that a resistor-condenser-inductor conbination

could not be readily devised to.be resonant at all values of current
flows 1In a circuit for direct use with the strain gages, the cur-
rents in the phase-rotating elements would be considerably lower,
and it is possible than an inductance would not be undesirable,

CONCLUDING REMARKS

It is recognized that the circuit constants, such as the volt~
ages, the size of resistors and condensers, and the range of the
meter used in the analyzer, could be combined. to produce a cheaper
or more compact instrument than the one described in this report.
The present instrument represents an experimental model, made with
materials at hand, to illustrate the manner in which the principles
described may be comblned to yield a satisfactory automatic analyzer
for }5° strain-rosette data. _ e

Aireraft Engine Research lLaboratory,
National Advisory Committee for Aeronautlcs,
Cleveland, Chio, April 12, 194k,



1L NACA TN No. 9Ll

7
APPENDIX
LINEAR AND SFEAR STRAINS IN ARBITRARY DIRECTION

ABOUT THE TEST PQINT

For some applications, it may be desired to know the linear ar .

shear strains in any direction about—the test point. Iet €g be
the linear strain at an angle of .6 degrees to the major pr1nc1pal
direction. Then by equation (1.22¢) of reference 2 - ---
€n t € €n T € :
- P q q -
€ = 5 + 2 5 cos 2@ : (9

From equation (1.33) of reference 2 it—can be deduced that

€t €q = € *+ €3 o (10}

and from equationd (1.6) and (1.L7) of the foregoing reference that

€, -6 = VI - €)” (e - €)%

then equation(3) reduces to .. _ o e e

R B o T e

Equation (11) is the same as equation (2) except that am attenuating

factor of cos 26 1is applied to the square-ropot—quantity. The
strain at the arbitrary angle © may thenbe-determined by placing
the master selector switch in the €p position and by attermating
the current due to the square-root quantity by the factor cos 24.
This attenuation may be accomplished either by tapping off only a.
portion of the full voltage between B. and D in figure 2, by
increasing the resistance of the measuring circuit, or by shunting
the rectifier with a resistance, which diminishes the effectiveness
of the rectifier in producing direct current. Whatever method is
used, provision must be made to reverse the rectifier for those
values of 6 in which cos 26 becomes negative. .

The angle #H® must be measured from the direction of the major
principal axis but, because-the major principsl axis is indicated
by the cathode-ray oscillograph, any direction at ﬁhe—test point
can be related to the principal direction.
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If provision for attenuation is made, it becomes possible to,
determine the orientation of the major principal axis without the
aid of an oscillograph. The orientation is determined from the
fact that the attenuator makes it possible to determine the strain
in any direction relative to the principal axis and the strains in
several directions are known from the primary data of the rosette.
Thus, if the attemuator: is arbitrarily moved through the range of
6, a position will be found for which the meter indication is €3
and the angle indicated by the attenuator 1s the angle of the
direction of gage 1 with the direction of the major principal ax1s.__
Because the direction of gage 1 is known, the direction of the )
major principal axis can be determined. £n ambiguity exists, how-
ever, as to whether the angle of the principal axis is to be

. measured clockwise or counterclockwise from gage 1. This ambiguity B

may be clarified by a check reading. The angular scale of the

attenuator is again traversed until the meter reads the strain €g; e

the angle indicated is the angle between the major pr1n01pal axis
and gage 2, clockwise or gounterclockwise. Four directions now =~

exist, which are potential directions of €p. Two of these direc- .

tions coincide, which establishes the exact direction of €p.
Four rotatable prongs, whlch record the angles, are an aid in the
determination.

The shear strain ¥ at an angle 6 with the major principal
? 0 _ principat = __

direction is (equation (1.29b) of reference 2).

Yo = (ep - €q) sin 26 = VGT'VQCZ -_61)2 + (€2 - €3) sin 26 (12)

Again an attenuation factor, this time sin 26, is necessary. The
same attenuation device introduced for obtaining linear strain may
be used, but the angular scale must be different to introduce the

sine functlons. The attenuation, however, must be applied when the

master selector switch is in the wpgx position. |
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Figure 5. - Circuit for scolar odditfon of two out-of-phase vol/toges.
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Figure 8. - Circuit showing method of providing for algebrolc
sign of (e + ¢3).
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Figure 9. - Rodlal scole for determining 6p when the plates of the
cathode raoy tube gre in horizomtal and vertical positions.
Voltage (e — ¢ ) impressed on horlzontal deflection plates,
voltage (e, — €3) Impressed on verttcal deflection plates.
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